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1. Open the battery cover.

2. Insert new batteries or fully charged rechargeable batteries 
observing the correct polarity.

3. Close the cover on the battery compartment again. Ensure that 
the cover clicks properly into place. Check that it is in its correct 
position.

a. Insert Driving Batteries

b.  Installing the Transmitter Batteries

1. Open the battery compartment lid on the reverse of the 
transmitter.

2. Insert 8 fully charged rechargeable batteries or new AA batteries 
observing the correct polarity.

3. Close the cover on the battery compartment again. Ensure that 
the cover clicks properly into place. Check that it is in its correct 
position.
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c. Transmitterer

Light On/Off Horn

Steer 
left 

Steer 
right

Forward

Backward

Battery indicator light 

Trim

Power switch On/Off

Steering trim

Trim trailer coupling

Throttle trim 

no function

no function

Trailer 
coupling

Trailer 
coupling
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d. Binding

Assigning a transmitter identifier to the receiver (binding)
In addition to the control information, when the remote control is 
operating, an electronic identifier is sent with each transmitter 
impulse. This is how the receiver recognizes that the signal has come 
from its own transmitter. Since many millions of transmitter identifiers 
are available, it is extremely unlikely that a different transmitter could 
influence your receiver. 

Upon first use, however, the transmitter must communicate this 
identifier to teach each new receiver. For this purpose, the following 
process is necessary. To the degree possible, it should be undertaken 
at a place where no other electrical signal – especially not one from 
another 2.4 GHz transmitter – can interrupt this transmission over the 
radio path. 

1.  Place the transmitter and model next to each other at a short 
distance. They should be operational but shut off. 

2.  Hold down the setup button on the transmitter and turn on the 
transmitter. An acoustic signal sounds. Now, at low power, the 
transmitter gives off signals and its blue LED display blinks slowly.

3.  Hold down the setup button on the model and turn on the model. 
The red LED on the receiver will light up temporarily. Let up on the 
button a short time later. In this mode, the receiver registers the 
transmitter’s identifier and stores it. From that moment on, the 
receiver accepts only (radio) control signals that are accompanied 
by that transmitter’s identifier.

4.  The next time the receiver is switched on, its continuously glowing 
LED shows that it is ready to run.

Setup button transmitter

Setup button model
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2. No you’re ready to activate the model.
To do this, push the main switch (power) on the model to the ”ON” 
position.

If the wheels start to turn, trim them in the opposite direction using 
the throttle trim. 

The engine and warning sounds can also be switched on using a 
separate switch. 

To switch off after use, switch the model off, and then the transmitter.

On

Off

Power switch

Sound On/Off

e. Start

1.  First switch on the transmitter.
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When the RC model does not run straight, adjust the steering trim. 
Allow the model to move without adjusting the steering wheel so that 
you can establish the direction of travel and correct it by pushing the 
steering trim in the opposite direction from the direction in which the 
RC model is moving. In case the model 

goes left

f. Throttle Trim

g. Steering Trim

In case the model 
goes right

When the model is going 
backward

When the model is going 
forward

If the RC model moves on its own accord when the throttle trigger is 
in neutral, adjust throttle trim.
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i. Cautions when Operating the RC Model

h. Now You Can Set off on Your Travels with Your 
 CARSON Tractor!!!

Avoid continuous running. Allow the motor to cool down 

approximately 30 minutes after running.

Never run the model on public roads or streets, as it could endanger 

traffic.

1

3

4

2

• Never run the model in crowded areas, near or toward people 

or animals, to prevent property damage and/or personal injury.

• Never run the model on grassland. Twining grass may hinder 

axle rotation and may cause motor heat buildup.

• Never run the model near rivers, ponds or lakes as to prevent 

RC model from dropping into the water.

Switch on transmitter first, 

then switch on RC model. 

Make sure to follow this order 

when turning on your RC 

model. 
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j. Trailer Coupling

First activate the trailer coupling 
function on the underside of the 
chassis. 

Then push the left control lever 
to the right, to open the coupling.

The control lever must then be 
pushed to the left, to close the 
coupling.

Left control lever

k. Lights

The lights can be switched on or off as required. The switch is on the 
top right of the transmitter.

Light switch
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m. Troubleshooting

l. Shut Down

Follow reverse procedure to shut down.
1.  Turn off the model.

2.  Turn off the transmitter.

• Never touch or hinder rotating tires.

• Never run RC model in the rain or let run over puddles, as water 
may cause trouble with the RC model.

• The motor and battery may become hot during operation. Take 
care when you handle them.

• Remove the batteries from the model and the transmitter when 
they are not in use.

Cautions when handling batteries/rechargeable 
batteries
Only use the supplied battery for the RC model and 8x AA 
rechargeable/non-rechargeable batteries for the transmitter.

• Do not recharge a battery that is still warm from use as it may 
damage the battery. Allow the battery to cool off prior to 
recharging. 

• Remove transmitter battery when not using it for a long term as it 
may leak and damage the transmitter, when left for a long period.

• Never incinerate used batteries, as they can explode causing 
serious accidents.

• Non-rechargeable batteries are not to be recharged.

• Rechargeable batteries are to be removed from the model before 
being charged.

• Rechargeable batteries are only to be charged under adult 
supervision.

• Batteries are to be inserted with the correct polarity.

• Exhausted batteries are to be removed from the model.

• Please check the electronics, cable, body and other parts regularly 
for damage.

• Only use the charger supplied!

Problem Cause Remedy

Model does not move Transmitter switch and/or model switch is/are off Switch on

Weak or no rechargeable batterie/battery in the 
model

Install charged rechargeable battery/battery

Heat protector has stopped model due to excess 
heat

Turn off receiver switch. Let RC model cool down for 
approximately 30 minutes

Weak or no batteries in transmitter or model Install charged or fresh batteries

No control
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50 060 9001 Mignon Batterien 4er Set
 Set of 4 Mignon batteries

50 060 9000 Mignon Akkus 4er Set, 2300 mAh
 Set of 4 rechargeable batteries

50 060 9013 4er Set AAA Batterien 
 Set of 4 AAA batteries

50 060 9005 4er Set Akku NimH
 Set of 4 rechargeable batteries Nim/t 

50 090 7130 2,4 GHz Sender 6-Kanal
 2.4 GHz Transmitter 6-channel

50 090 7131 2,4 GHz Empfänger 6-Kanal
 2.4 GHz Receiver 6-channel
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Ersatzteile • Spare Parts

Zubehör • Accessories

50 090 7176  Anhänger mit 2 Achs-Kippfunktion
 2 Axle tipper
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For Germany:

Service-Hotline:

Mo - Do 8.00 – 17.00 Uhr
Fr 8.00 – 14.30 Uhr

01805–73 33 00
14 ct/min aus dem deutschen Festnetz

CARSON-Model Sport
Abt. Service
Mittlere Motsch 9
96515 Sonneberg

CARSON-Model Sport
Werkstraße 1 • D-90765 Fürth / Germany

www.carson-modelsport.com


